
LNAPL Recovery and Smear 
Zone Removal           
Tottenham Gasworks, Phase 2   

Region: Tottenham, North London 

Client:  Secondsite Property Holdings Ltd 

 

Execution Time: 4 months 

Contract Value: £400,000 

Projektdaten 

Excavation and removal of concrete and brick 

structures 

Excavation and offsite disposal of aquifer smear zone 

LNAPL recovery and agitation of  the underlying aquifer to mobi-

lise further LNAPL, 

Groundwater treatment  

Backfill with site-won cushed concrete  

install a protective liner and compacted clay cap  

Ausgeführte Arbeiten 

Combined Remediation Services 

Contaminated Soils and Groundwater  

Project Data 

Work Performed 

Involved Units: Eneotech  Environmental Ltd 



LNAPL Recovery and Smear Zone Removal - Phase 2 Tot tenham Gasworks , London. UK 

On site where Eneotech Environmental Ltd was operating 
a pump & treat system an area of persistently high free-
phase oil contamination was subjected to further 
intensive remediation. 

The client indicated that an area of the site where 
monitoring borehole consistently picked up thicknesses 
(up to 1m) of DNAPL and LNAPL product required further 
works as an extension to an existing contract. Eneotech 
Environmental Ltd designed a scheme that would remove 
the maximum volume of free-phase contamination. 

All overburden, concrete obstructions and upper smear 
zone were removed above the identified plume (100m x 
30m x 3m). All concrete was crushed for onsite reuse 
(approx. 1500m3). The excavation was extended 0.3m 
below the groundwater table. A dewatering plant was 
installed to keep groundwater levels under control.  

An excavator then entered the excavation and began 
agitating the upper gravels, thus liberating significant 
adsorbed phase contamination to a recoverable free 
product. A Eneotech Environmental Ltd operated  the 
groundwater treatment plant was present onsite and all 
skimmed free-product was passed through this plant 
priorto discharge to sewer or offsite recycling. 

The aquifer was then replaced with clean site won 
crushed concrete and imported ‘no fines’ crushed 
concrete. A protective liner and compacted clay cap (to 
protect the aquifer from future pollution incidents) was 
installed, and original overburden replaced to restore site 
levels. 

Eneotech  Environmental Ltd. Provides a wide range of 
remediation technique to enable the redevelopment of 
contaminated land, and are term contractors to National 
Grid Property Holdings Ltd with respect to specialist 
groundwater remediation projects. We offer a full range of 
technologies including soil vapour extraction, air 
sparging, soil washing, thermal desorption, 

bioremediation (windrow turning and ex situ static 
methods), stabilisation and solidification. 

Eneotech  Environmental Ltd is backed by decades of 
experience and interdisciplinary skills amassed by the 
Eneotech  group of companies.  

Our company Eneotech  Environmental Ltd ranks as one 
of the most highly skilled and dependable services 
providers specialising in site rehabilitation, waste disposal 
and service platform preparation.   

Head Office 
 
Eneotech  Environmental Ltd. 
10 Station Road 
Chertsey 
Surrey 
KT16 8BE 
Tel: +44 (0)1932 577290 
Fax: +44 (0)1932 571917  
 
For more information email: 
info@eneotech.co.uk  
 
www.eneotech.co.uk 
 
 
 
 
 
 

Northern Regional Office 
 
Eneotech Environmental Ltd.  
7400 Daresbury Park 
Daresbury 
Warrington 
WA4 4BS 
Tel: +44 (0) 1928 737500 
Fax: +44 (0) 1928 737699 
 
 
 
 
 
 
 
 
 
 
 
 

Scotland Office 
 
Eneotech  Environmental Ltd.  
Lochside House,  
3 Lochside Way,  
Edinburgh  
EH12 9DT 
Tel: +44 (0)131 4522047 
Fax: +44 (0)131 4522518 


